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MESSAGES

Low batt - too low level of the battery that supports the operation of the 
timer after a power failure. In this case it is recommended to replace the 
battery. PLEASE NOTE! Low battery does not preclude normal operation 
of the timer. However, in case of a timer power failure it may lead to loss 
of date and time settings. PLEASE NOTE: All settings except time and 
date are stored in non-volatile memory and are not lost when the power 
is off or the battery level is too battery. User can single-handedly replace 
the batteries. Detailed instructions with pictures and videos can be 
found on the website www.fif.com.pl on the subpage of the timer. 
Battery type: 2032 (lithium).

Err 1 - indication of error of internal timer of the PCZ. 
It may be caused by external interference or 
configuration error, it may also indicate that the 
controller has been damaged. Turn off the timer 
power supply, wait for approximately 10 seconds and 
turn the power supply back on. If the error persists, 
contact the service department.

SEMI-AUTOMATIC OPERATION 
Ability to manual contact switch-
ing on or off during automatic 
operation. Change will be effec-
tive until next switching on or off 
resulting from  the cycle automa-
tic operation.

Switching on or off is done using 
the +/- buttons on the main level.
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Table location codes:
The list of locations 
(cities) for the following 
countries available on 
subpage:
http://www.fif.com.pl/pr
oduct/24/309

1 Albania
2 Armenia
3 Austria
4 Azerbaijan
5 Belgium
6 Bulgaria
7 Bosnia and 
Hercegovina
8 Belarus
9 Kazakhstan
10 Kyrgyzstan
11 Switzerland
12 Cyprus
13 Czech Republic
14 Danmark
15 Germany
16 Spain
17 Estonia
18 Finland
19 France
20 Great Britain
21 Georgia
22 Greece
23 Croatia
24 Hungary
25 Ireland
26 Iceland
27 Italy
28 Lichtenstein
29 Lithuania
30 Luxembourg
31 Latvia
32 Macedonia
33 Monaco
34 Moldova
35 Malta
36 Mongolia
37 Holland
38 Norway
39 Poland
40 Portugal
41 Romania
42 Russia
43 San Marino
44 Serbia
45 Slovakia
46 Slovenia
47 -
48 Sweden
49 Tajikistan
50 Turkmenistan
51 Ukraine
52 Uzbekistan


